
Toshiba-Teli Monochrome Cameras

CAMERA MODEL

Image Sensor 2/3 CMOS 1.1 CMOS (4MP) 2/3 CCD 1/1.8 CCD (Bayer array) 2/3 CCD (5MP) 1/3 CCD 1/3 CCD 1/2 CCD 1/1.8 CCD 1/3 CCD 2/3 CMOS 1.1 CMOS (4MP) 1/3 CCD 1/3 CCD 1/3 CCD 1/2 CCD 1/1.8 CCD 1/3 CCD 1/3 CCD 1/2 CCD 1/2 CCD 2/3 CCD SENSOR Kodak® KLI-4104

Scanning System Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive PIXELS RGB 4083 x 3

Resolution (H) x (V) 1280  x 1024 2048 x 2048 1392 x 1040 1628 x 1236 2456 x 2058 640 x 480 1024 x 768 1280 x 960 1600 x 1200 1024 x 768 1240 x 1023 2008 x 2004 640 x 480 640 x 480 1024 x 768 1280 x 1024 1600 x 1200 640 x480 1024 x 768 1280 x 960 1600 x 1200 1360 x 1024 PIXELS B/W 8160

Frame Rate (fps) 22 7 30 15 15 90 30 20 15 30 22 7 133 90 36 20 15 90 36 20 15 30 PITCH RGB 10 x 10 um

Sync System Internal Internal Internall Internall Internall Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal PITCH B/W 5 x 5 um

Illumination 2600 lx (F5.6) 3200 lx (F2.8) 400 lux (F5.6) 400 lx (F8) 400 lx (F5.6) 600 lx (F5.6) 400 lx (F5.6) 500 lx (F5.6) 200 lx (F5.6) 400 lx (F5.6) 2600 lx (F5.6) 2000 lx (F4) 950 lx (F5.6) 1700 lx (F5.6) 2400 lx (F5.6) 1400 lx (F5.6) 1000 lx (F8) 1700 lx (F5.6) 2400 lx (F5.6) 1400 lx (F5.6) 1000 lx (F5.6) 400 lx (F11) SYNC Internal

Gamma 1.0 1.0 1.0 1.0 1.0 1.0 or 0.65 1.0 or 0.65 1.0 or 0.65 1.0 or 0.65 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 CHIP SIZE 50.5 (H) x 1.1 (V) mm

Video Output Camera Link Camera Link Camera Link Camera Link Camera Link Camera Link, POCL Camera Link, POCL Camera Link, POCL Camera Link, POCL Firewire A Firewire A Firewire A Firewire B Firewire B (backwards A) Firewire B (backwards A) Firewire B (backwards A) Firewire B (backwards A) GigE, GenIcam GigE, GenIcam GigE, GenIcam GigE, GenIcam GigE, GenIcam VIDEO OUTPUT Camera Link (GrabLink)

Power Source DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC+8V to DC+20V DC+8V to DC+20V DC+8V to DC+20V DC+8V to DC+30V DC+8V to DC+30V DC+8V to DC+30V DC+8V to DC+30V DC+8V to DC+30V DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% MAX DATA RATE 30 MHz/ch

Shutter Speed (sec) 1 to 1/4,000 1/60 to 1/15,000 1/30 to 1/10,000 1/30 to 1/10,000 2 to 1/20,000 2 to 1/20,000 2 to 1/20,000 2 to 1/20,000 2 to 1/20,000 1/30 to 1/10,000 1 to 1/4000 1/60 to 1/15,000 2 to 1/50,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,00 1/100 to 1/20,00 1/100 to 1/20,00 1/100 to 1/20,00 TOTAL READ NOISE 120 electrons

Random Trigger Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes (external) Yes (external) Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes RGB OUTPUT 8bit

Lens Mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount M10.5 P=0.5 C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount B/W OUTPUT 8/10bit switch

Dimensions (mm) (WxHxD) 44 x 29 x 52 54 x 43 x 59 55 x 60 x 63 54 x 43 x 59 54 x 43 x 51 29 x 29 x 26.5 29 x 29 x 26.5 29 x 29 x 26.5 29 x 29 x 26.5 49 x 35 x 98 44 x 29 x 52 54 x 43 x 59 148 x 28 x 90 (CCU) 44 x 29 x 44 44 x 29 x 44 44 x 29 x 44 44 x 29 x 44 44 x 29 x 70 44 x 29 x 70 44 x 29 x 70 44 x 29 x 70 44 x 29 x 70 DIMENSIONS 74 x 74 x 138.5

Weight 120g 160g 190g 150g 180g 50g 50g 50g 50g 170g 120g 160g 250g (CCU) 80g 80g 80g 80g 120g 120g 120g 120g 120g MOUNT F-mount

Built To Order*

Additional Features Global shutter, WOI Global shutter, WOI, 10bit ICX285AL, 12bit Partial scan, 12bit 12bit Global shutter, PoF, WOI Global shutter, WOI 430 fps max 8bit/10bit, 36MHz 8bit/10bit, 30MHz 8bit/10bit, 28MHz 8bit/10bit, 36MHz Scalable (ROI) Scalable (ROI) Scalable (ROI) Scalable (ROI) ICX285AL Outputs RGB and B/W simultaneously

CSB1100CL-10    CSB4000CL-10A      CS3960DCL CS3970CL         CSCQS15BC23      CSCV90BC3         CSCX30BC3         CSCS20BC2     CSCU15BC18         CS3950DiF       CSB1100F-10 CSB4000F-10         CS8581QF            CSFV90BC3           CSFX36BC3          CSFS20BC2         CSFU15BC18         CSGV90BC3       CSGX36BC3         CSGS20BC2     CSGS15BC18        CSGS15BC23                         CSL8000CL 

CS3910BH              CS3920               CS3930UV             CSB1000-CL            CS8620i               CS8620Ci           CS8620Hi              CS8630i              CS8630Ci             CS8420i CS8430i              CS8310Bi           CS8550i-51          CS8550Di-50            CS8560D                CS8570D                CS3950D            CS8311Bi             CS4200B*            CS4300B*            CS3330Bi CS3330BLi       CS8541DY-01       CS3821DCAMERA MODEL

CAMERA LINK DIGITAL CAMERAS POWER OVER CAMERA LINK DIGITAL CAMERAS FIREWIRE A DIGITAL CAMERAS (400 MBS) FIREWIRE B DIGITAL CAMERAS (800 MBS) GiGE DIGITAL CAMERAS (1000 MBS) LINE SCAN

Image Sensor 2/3 CCD 1/2 CCD (2MP) 1/2 CCD 2/3 CCD 1/2 CCD 1/2 CCD 1/2 CCD 1/3 CCD 1/3 CCD 1/2 CCD 1/3 CCD 2/3 CCD 1/3 CCD 1/3 CCD 1/3 CCD 1/2 CCD 1/3 CCD 2/3 CCD 1/2 CCD 1/3 CCD 2/3 CCD 2/3 CCD 1/3 CCD 1/3 CCD

Scanning System Progressive Progressive Progressive Progressive Interlace Interlace Interlace Interlace Interlace Interlace Interlace Interlace Progressive Progressive Progressive Progressive Progressive Interlace Interlace Interlace Interlace Interlace Progressive Progressive

Resolution (H) x (V) 1392 x 1040 1636 x 1236 1392 x 1040 1280 x 1024 768 x 494 (525 lines) 752 x 582 (625 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) 752 x 582 (625 lines) 752 x 494 (525 lines) 752 x 494 (525 lines) 768 x 494 (525 lines) 648 x 494 (525 lines) 648 x 494 (525 lines) 648 x 494 (525 lines) 648 x 494 (525 lines) 1024 x 768 (796 lines) 768 x 494 (525 lines) 756 x 485 (525 lines) 756 x 485 (525 lines) 768 x 494 (525 lines) 768 x 494 (570 lines) 648 x 494 (525 lines) 648 x 494 (525 lines)

Frame Rate (fps) 15 7.5 7.5 443 - - - - - -- - 30 60 60 60 30 - - - -- - 60 60

Sync System Internal Internal Internal Internal Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External 

Illumination 200 lx (F8) 400 lx (F4) 1200 lux (F8) 2000 lx (F2), 3200 (F1.4) 200 lx (F5.6) 200 lx (F5.6) 400 lx (F11) 200 lx (F5.6) 200 lx (F5.6) 100 lx (F5.6) 100 lx (F5.6) 100 lx (F4) 400 lx (F8) 400 lx (F5.6) 400 lx (F5.6) 400 lx (F5.6) 400 lx (F5.6) 100 lx (F4) 100 lx (F5.6) 150 lx (F5.6) 100 lx (F4) 100 lx (F4) 400 lx (F5.6) 400 lx (F5.6) 

Gamma 1.0 1.0 1.0 1.0 1.0/0.45 1.0 or 0.65 1.0 or 0.65 1.0 or 0.65 1.0 or 0.65 1.0 1.0 1.0/0.45 1.0 1.0 1.0 1.0 1.0 1.0/0.45 1.0 1.0 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45

Video Output LVDS EIA-644 LVDS EIA-644 LVDS EIA-644 Camera Link (LVDS, 8bit) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) 

Power Source DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% 

Shutter Speed (sec) 1/30 to 1/10,000 1/60 to 1/15,000 1/30 to 1/10,000 1/30 to 1/10,000 1/125 to 1/10,000 1/125 to 1/10,000 1/125 to 1/10,000 1/125 to 1/10,000 1/125 to 1/10,000 1/60 to 1/10,000 1/60 to 1/10,000 1/125 to 1/10,000 1/100 to 1/10,000 1/200 to 1/20,000 1/200 to 1/20,000 1/200 to 1/20,000 1/60 to 1/100,000 1/125 to 1/10,000 1/200 to 1/20,000 1/200 to 1/20,000 1/60 to 1/10,000 1/60 to 1/10,000 1/125 to 1/10,000 1/125 to 1/10,000

Random Trigger Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Lens Mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount M15.5 PO.5 male M10.5 PO.5 male C-mount C-mount C-mount M15.5 (pitch 0.5) 

Dimensions (mm) (WxHxD) 449 x 35 x 98 44 x 29 x 88 44 x 29 x 88 Head: 65 x 68 x 65 29 x 29 x 31 29 x 29 x 26.5 29 x 29 x 26.5 29 x 29 x 26.5 29 x 29 x 26.5 31 x 29 x 70 31 x 29 x 70 44 x 29 x 78 29 x 29 x 39.5 29 x 29 x 39.5 29 x 29 x 39.5 29 x 29 x 39.5 44 x 29 x 78 Head: 44 x 29 x 32.5 Phi-17 x 36.2 Phi-12 x 39.4 Head: 44 x 41 (D) Head: 44 x 41 (D) Head: 20 x 20 x 25 Head: Phi-17 x 36(D) 

Weight 170g 135g 150g Head: 320g 50g 50g 50g 50g 50g 80g 80g 130g 50g 50g 42g 42g 130g Head: 70g, CCU: 90g Head: 16g, CCU 450g Head: 11g, CCU 450g Head: 130g, CCU: 2.4kg Head: 130g, CCU: 2.4kg Head: 19g Head: 16g 

Built To Order* Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Additional Features 10bit LVDS 10bit LVDS 10bit LVDS, Near-UV Includes CCD head, EIA, Cube, RS170 CCIR, Cube, RS170 EIA, Cube, RS170 EIA, Cube, RS170 CCIR, Cube, RS170 EIA, RS170 EIA, RS170 EIA, RS170 Async reset, Partial scan, Async reset, Partial scan, Ultra cube, Async reset Ultra cube, Async reset Async reset, BNC EIA, remote head EIA, cable sold EIA, cable sold EIA, 3m cable and same as CS3330Bi 20mm head, Binning, 17mm head, 2m

cables, Coreco X64 CLP Async reset Async reset Async reset, Near IR Async reset Async reset Async reset Cube, Square pixel Cube, Square pixel Partial scan Partial scan video output with .6m cable, CCU seperately, 17mm head seperately, 12mm head built-in power suppy but w/electronic line Partial scan cable, asynch reset

LVDS DIGITAL CAMERAS HIGH SPEED ANALOG MONOCHROME CAMERAS ANALOG REMOTE HEAD CAMERAS

CleverDragon™ GiantDragon™

TOSHIBA TELI AMERICA, INC.
33 Hammond, Suite 211
Irvine, California 92618 USA

TEL: +1-949-770-TELI(8354)
FAX: +1-949-206-0210
www.toshiba-teli.com

* Cables for CS4200B and CS4300B
CPRC4000B-03 (3 meter cable)
CPRC4000B-05 (5 meter cable)
CPRC4000B-07 (7 meter cable)

CleverDragon™ FireDragon™

• Please inquire for exact lead times on
Bulit to Order cameras and systems



Toshiba-Teli Color Cameras

CAMERA MODEL

Image Sensor 1/4 CCD 1/1.8 CCD 2/3 CCD (5MP) 1/4 Fuji Super CCD 1/3 CCD 1/3 CCD 1/2 CCD 1/2 CCD Foveon 3 Layer CMOS 1/3 CCD 1/3 CCD 1/2 CCD 1/1.8 CCD Fuji 1/4.2 CCD 1/2 CCD 1/2 CCD SENSOR Kodak® KLI-4104

Scanning System Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive Progressive 2:1 Interlace NTSC 2:1 Interlace NTSC PIXELS RGB 4083 x 3

Resolution (H) x (V) 1280  x 960 1628 x 1236 2456 x 2058 1280 x 960 640 x 480 1024 x 768 1280 x 960 1600 x 1200 1440 x1080 x 3 640 x480 1024 x 768 1280 x 960 1600 x 1200 1280 x 960 768 x 494 (525 lines) 768 x 494 (525 lines) PIXELS B/W 8160

Frame Rate (fps) 30 15 15 30 90 36 20 15 7-20 90 36 20 15 30 30 30 PITCH RGB 10 x 10 um

Sync System Internal Internal Internall Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal Internal PITCH B/W 5 x 5 um

Illumination 3000 lx (F8) 2000 lx (F11) 400 lux (F5.6) 3000 lx (F8) 1700 lx (F5.6) 2400 lx (F5.6) 1400 lx (F5.6) 1000 lx (F5.6) 3000 lx (F8) 1700 lx (F5.6) 2400 lx (F5.6) 1400 lx (F5.6) 1000 lx (F8) 3000 lx (F8) 1000 lx (F8) 2000 lx (F8) SYNC Internal

Gamma 1.0 1.0 1.0 1.0/0.65/0.45 1.0 1.0 1.0 1.0 1.0 1.0/0.65 1.0/0.65 1.0/0.65 1.0/0.65 1.0/0.65 1.0/0.45 1.0/0.45 CHIP SIZE 50.5 (H) x 1.1 (V) mm

Video Output Camera Link Camera Link Camera Link Firewire B Firewire B (backwards A) Firewire B (backwards A) Firewire B (backwards A) Firewire B (backwards A) Firewire B GigE, GenIcam GigE, GenIcam GigE, GenIcam GigE, GenIcam GigE, GenIcam VBS, Y/C, CHROMA VBS, Y/C, CHROMA VIDEO OUTPUT Camera Link (GrabLink)

Power Source DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC+8V to DC+30V DC+8V to DC+30V DC+8V to DC+30V DC+8V to DC+30V DC+8V to DC+24V DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% MAX DATA RATE 30 MHz/ch

Shutter Speed (sec) 4 to 1/15,000 1/15 to 1/55,000 2 to 1/20,000 (all pixel) 8 to 1/15,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 1/60 to 1/15,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 1/100 to 1/20,000 8 to 1/15,000 Electronic Electronic TOTAL READ NOISE 120 electrons

Random Trigger Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes No No RGB OUTPUT 8bit

Lens Mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount C-mount M10.5 P=0.5 C-mount C-mount C-mount C-mount C-Mount C-Mount B/W OUTPUT 8/10bit switch

Dimensions (mm) (WxHxD) 54 x 43 x 59 54 x 43 x 59 54 x 43 x 69 44 x 29 x 65 44 x 29 x 44 44 x 29 x 44 44 x 29 x 44 44 x 29 x 44 Head: 29 x 38.5 44 x 29 x 70 44 x 29 x 70 44 x 29 x 70 44 x 29 x 70 55 x 55 x 63 31 x 29 x 80 44 x 29 x 78 DIMENSIONS 74 x 74 x 138.5 

Weight 150g 150g 200g 120g 80g 80g 80g 80g Head: 60g 120g 120g 120g 120g 200g 95g 160g MOUNT F-mount

Built To Order* Yes 

Additional Features RGB Fuji Honeycomb Bayer array CCD, CleverDragon, 12bit color RGB Fuji Honeycomb RGB24bit/ RGB24bit/ RGB24bit/ RGB24bit/ 29mm remote head GigE Vision, GenICam, GigE Vision, GenICam, GigE Vision, GenICam, GigE Vision, GenICam, Fuji Honeycomb CCD, One Push White Balance, 10bit ADC, Outputs RGB and B/W simultaneously

CCD, 24bit color Partial scan 24bit output YUV422/YUV41 YUV422/YUV41 YUV422/YUV41 YUV422/YUV41 YUV422 16bit/RGB 24bit RGB24bit/ RGB24bit/ RGB24bit/ RGB24bit/ 24bit RGB output 8bit ADC One Push White Balance,

Rolling Shutter YUV422/YUV41 YUV422/YUV41 YUV422/YUV41 YUV422/YUV41 PAL Version (CS5260BDP) 8bit ADC Converter

CS6910CL              CS6940CL          CSCQS15CC23 CS6910F            CSFV90CC3          CSFX36CC3        CSFX20CC2       CSFU15CC18   CSF5M7C3L18NR     CSGV90CC3       CSGX36CC3        CSGS20CC2        CSGU15CC18         CS6910G             CS5260BD CS5270B CSL8000CL

CS5111L               CS9201                   CS9221 CS9301 CS9401-03 CS9401-05          CS9501B-03        CS9501B-05           CSU9001 CSU9001ECAMERA MODEL

CAMERA LINK DIGITAL CAMERAS FIREWIRE B DIGITAL CAMERAS (800 MBS) GiGE DIGITAL CAMERAS (1000 MBS) LINE SCAN

Image Sensor 1/2 CCD 1/2 CCD 1/2 CCD 1/3 CCD 1/4 CCD 1/4 CCD 1/6 CCD 1/6 CCD - -

Scanning System Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) Interlace (NTSC) 

Resolution (H) x (V) 768 x 494 (525 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) 768 x 494 (525 lines) -

Frame Rate (fps) 30 30 30 30 30 30 30 30 - -

Sync System Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External Internal/External

Illumination 700 lx (F8) 700 lx (F4) 700 lux (F8) 950 lx (F8) 2000 lx (F8) 2000 lx (F8) 3000 lx (F8) 3000 lx (F8) - -

Gamma 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45 1.0/0.45

Video Output VBS, Y/C, C VBS, Y/C, RGB VBS, Y/C, C VBS, Y/C, C VBS, Y/C, C VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync) VS (Video + Sync)

Power Source DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10% DC12V ±10%

Shutter Speed (sec) 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000 0 to 1/10,000

Random Trigger No No No No No No No No Yes Yes

Lens Mount C-mount M15.5 P0.5 Male C-mount M10.5 P0.5 Male M10.5 P0.5 Male M10.5 P0.5 Male M6.3 P0.5 Female M6.3 P0.5 Female - -

Dimensions (mm) (WxHxD) 29mm remote head 17mm 29mm 12mm 12mm 12mm 7mm 7mm 156 x 41 x 120 156 x 41 x 120

Weight Head: 46g, CCU: 2kg 16g 45g 11g 9g 3g 3g 3g 600g 600g

Built To Order* Yes Yes Yes Yes Yes

Additional Features Built-in Power Supply 17mm head C-mount head 12mm head 12mm head, 3m cable 12mm head, 5m cable 7mm head, 3m cable 7mm head, 5m cable CCU only, Y/C and CCU only, Y/C and

3 meter cable with CCU (CSU9001) with CCU (CSU9001) with CCU (CSU9001) with CCU (CSU9001) with CCU (CSU9001) with CCU (CSU9001) with CCU (CSU9001) Composite Out Composite Out, GenLock

CleverDragon™ FireDragon™

TOSHIBA TELI AMERICA, INC.
33 Hammond, Suite 211
Irvine, California 92618 USA

TEL: +1-949-770-TELI(8354)
FAX: +1-949-206-0210
www.toshiba-teli.com

ANALOG COLOR CAMERAS

ANALOG REMOTE HEAD COLOR CAMERAS

Camera Accessories

Lenses for 12mm Camera Head/Remote Head
PART NUMBER DESCRIPTION

PML-40 4 mm lens, F2

PML-60 6 mm lens, F2

PML-120 120 mm lens, F2

PML-300 300 mm lens, F3.4

Lenses for 17mm Camera Head/Remote Head
TL-F040M 4 mm lens, F2

TL-F075SN 7.5 mm lens, F1.6

TL-F150SN 15 mm lens, F2

TL-F240S 24 mm lens, F3.1

Lenses for 20mm Camera Head/Remote Head
PM6050 CS8541DY-01 & iIs-010  x0.5 w.d.81mm

PM7050 CS8541DY-01 & iIs-010 x0.5  w.d.42mm

PM8050 CS8541DY-01 & iIs-010 x0.5  w.d.25mm

C-Mount Adapters for Remote Head
HR10A-10P-12S C-Mount to 17 mm adapter

CPL6100A1050CA C-Mount to 12 mm adapter

CPL8531A1050CA C-Mount Adapter for CS8541DY-01 & iIs-010 

F-Mount Lenses for CSL8000CL Camera
F25mm/2.5 25 mm lens with 2.5 F stop

F35mm/2 35 mm lens with 2 F stop

F50mm/1.4 50 mm lens with 1.4 F stop

F85mm/1.4 85 mm lens with 1.4 F stop

F100mm Micro 100 mm micro lens

Power Supplies for CS9001 Series & B/W Cameras
PART NUMBER DESCRIPTION

CA300 For CS9001 

CA130C* For CS6910C & CS8600 

CA130C-01** For all cameras except CS6910CL & CS8600

CA150*** Standard Power Supply for all cameras 

Cables for CA130C
CPC3440-02 2 Meter Hirose Camera Cable - 12 pin

CPC3440-03 3 Meter Hirose Camera Cable - 12 pin

CPC3440-05 5 Meter Hirose Camera Cable - 12 pin

CPC3910-03 3 Meter Hirose Camera Cable -  6 pin 

Hirose Connectors
HR10-10P-12S 12 PIN Hirose connector for all cameras

HR10-7P-6S 6 PIN Hirose connector for CSB1100CL

HR10-7P-4S 4 pin Trigger connector Fire Dragon

LCD Monitors
LCD15G 15" LCD BNC, Y&C, VGA inputs w/ protective glass 

LCD17G 17" LCD BNC, Y&C, VGA inputs w/ protective glass

T24MSA00-MD 24" HD LCD 1900x11200 w/ DVI,Y&C & BNC 

*Outputs Video, H-sync, V-sync, Trigger, Pixel Clock. Cable sold separately

**Outputs Video, H-sync, V-sync, Trigger, Pixel Clock. Cable sold separately

***No Video/Hsync/Vsync/Trigger Outputs. No additional cables required

Power Supplies and Camera Link Cables
PART NUMBER DESCRIPTION

PS12P 12 VDC w/12 pin Hirose for Mega pixel cameras

PS6P 12 VDC w/ 6 pin Hirose for CSB1100, CS3930UV

PS12A-BNC 12 VDC w/12 pin Hirose & BNC for EIA and CCIR

PS12A-BNC-E 240V/50HZ AC w/Hirose & BNC CCIR Europe

PS12A-Y&C 12 VDC w/ 12 pin Hirose & Y&C for CS5260BD/70

PS24A 24 VDC power supply

12P-10M 10 meter cable  used with the CA130C/CA130C-1

12P-6I 6" Cable 12 pin to pin Hirose Trigger switched 

from pin 7 to pin 11

CL3M 3 meter cable Camera Link

CL10M 10 meter cable Camera Link

4PYC-2BNC Y&C 4pin to 2 BNC male color and B/W

HR10A-7P-45 Firewire b cameras trigger connector CSFV90CC3

POCL Cables and Grabbers
PART NUMBER DESCRIPTION 

AS-PHX-D24-PE1 Frame grabber for CSCV90BC3/ CSCX39BC3

Grab Link Express Frame grabber for CSCV90BC3/ CSCX39BC3

POCL2M 2 meter cable Right angle or Straight connector 

for CSCV90BC3/ CSCX39BC3

POCL3M 3 meter cable Right angle or Straight connector 

for CSCV90BC3/ CSCX39BC3

POCL5M 5 meter cable Right angle or Straight connector 

for CSCV90BC3/ CSCX39BC3

Tripod Mount Plate
PART NUMBER DESCRIPTION 

CPT8600 For the CS8600 Series cameras

CPT8400 For the CS8400/ CS5260BD Series cameras

CPT8550 For the CS8550D cameras

CPT8560 Gor the CS8560/CS8570 cameras

CPT3910 For the CS3910BH, CS3930UV & CS3950DiF

CPT1100CL/CSFV90CC3 For the CSB1100CL/CSB1100F and 

Firewire b Fire Dragon 

CPT4000CL For the CSB4000CL/CS6940CL/CS6910CL  

LED Ring Light & Special Lenses
PART NUMBER DESCRIPTION 

S6X11M-II 3 motors zoom lens 11-69 mm 

G10X16M 3 Motors zoom lens 16-160 mm 

LCA4 Zoom controller for the above lenses

ECL10 10 feet Cable for the LCA4 

ECL20 20 feet cable for the LCA4

ECL300 300 feet cable for the LCA4

52 mm close-up lens SC6X11M-II close up lens +1, +2, +4

77 mm close-up lens G10X16M close-up lens +1, +2, +4

HMZ724 Hi magnification lens 0.7-4.5 and 6" object distance

FRL1 Florescent light

LEDRL1 LED Ring light

GiantDragon™

ISO9001 APPROVAL

Toshiba Teli achieved certification under the ISO9001
international quality management system in 1994. We
continue pursue efforts to improve quality in order to pro-
duce products our customers all over the world can use
with confidence.

LOCATIONS

Toshiba Teli America, Inc
33 Hammond, Suite 211
Irvine, CA 92618
USA
Tel: +1-949-770-8354
Fax: +1-949-206-0210
www.toshiba-teli.com

Toshiba Teli Corporation
4-7-1, Asahigaoka, Hino-shi,
Tokyo 191-0065
Japan
Tel: +81-042-589-8775
Fax: +81-042-589-8774
www.toshiba-teli.co.jp

• Please inquire for exact lead times on
Bulit to Order cameras and systems

2009 New Products

Model CSC12M25BMP19
Image sensor 1.9” CMOS Image sensor
Active pixel 4096 (H) x 3072 (V)
Active area 24.6mm (H) x 18.5mm (V) 1.9 type
Pixel size 6.0µm x 6.0µm
Scan method Progressive
Aspect ratio 4:3
Video output Camera Link

Data 10 / 8 bit switchable
Frame rate 

All pixels reading 25fps (4096 x 3072)
Binning 2(H)x 2(V) @ 30 fps (2048 x 1536)
Sub-sampling 50-200 fps

Sensitivity 2000 lx (F5.6)
Gain control from 0 to 18 dB
Gamma 1.0
Input signal LVDS
Electronic shutter Global shutter, RDM shutter
Dimensions 75 (w) x 75 (h) x 69.5 (d) mm
Window of Interest Yes (1-28 windows)

12 Megapixel Monochrome Camera
SmartDragon® 

Smart Camera Processor

The SmartDragon iIS-BF4 smart camera

processor can connect and simultaneously

receive up to four IEEE1394.b cameras, taking

maximum advantage of FireWire B transfer

speed. The Windows®-compatible processor

supports both color and black-and-white cam-

eras, and has 16 insulated digital input and

output terminals to serve a wide variety of

industrial vision needs. It sends and receives

data via RS-232, USB or Ethernet. To realize

greater reliability, it uses large capacity CF

cards in place of a HDD. Ideal for use with

Toshiba Teli FireDragon cameras.  Measures a

compact 193 (w) x 88 (h) x 181 (d) mm.


